
Requirements 

 

 Zoning Application 

 $50.00 Fee (Residential) 

 3 Copies of: 

Survey of Plot Plan 

 Highlighter marks where 

changes will be made. 

 Construction permit 

required, if zoning 

approved, with drawings. 

 Corner lots are subject to 

additional requirements. 

 

 www.edgewaterpark-nj.com 

PLEASE TAKE NOTE: 
PRIOR TO COMMENCEMENT OF WORK, 

PLEASE, READ ORDINANCES IN THEIR 

FULLEST EXTENT. THIS IS A BRIEF 

SUMMARY FOR INFORMATIONAL 

PURPOSES ONLY. 

 

 

You may find more information on: 
http://www.state.nj.us/dca/divisions/codes/codreg 

 

Township Codebook & Ordinances: 
https://ecode360.com/ED3219 

Construction | Zoning | Inspections 
400 Delanco Road, Edgewater Park, NJ 08010 

609-877-2217 
 

  

Residential 
Decks 

Deck Ordinance 
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INFORMATIONAL   
 

EXAMPLES 
   

ONLY 

 

 

 

   *Note:  This is not a UCC form. 

 

(2) 2” x 8” bearing beams 
with ½” carriage bolts. 

6” x 6” galvanized “solar” metal 
post holder with 1/2” bolt. 

36” Min. 

6” x 6” post 

¾” x 6” decking 

36
” 

12” Dia. 

Spindle spacing – 5 ½” O.C. or less Aluminum flashing 

Behind ledger – behind siding 4” min. 

2” x 8” beam 

2” x 8” galvanized metal joist hanger 

½” x 5” lag bolts every 32” O.C.  

Flashing below joist 2” min. 

2” x 2” 4” Max. 

9” Min. 

Stair-stringer size 

8 ¼” Max.  

Handrails required with 4 
risers or more. 
 
Handrails to be 34” – 38” 
high, guardrails 36” min. high. 

Must have if deck is 30” of more above grade 

Existing home 
Provide flashing at house 

2 Bolts per post for girders 

Indicate size of pressure treated deck lumber 

Joist size & length 

Rail required 
if 30” above 
grade 

Face pro 

Indicate finished 
grade – Top of 
floor to finished 
grade 

Footing minimum 12 x 36” 
36” below grade 

Solid 
concrete 

Post anchor 

Top of 
grade to 
bottom of 
footing 

Band Joist (2) 
With joist hanger nailed 
to band with ½” lag 
bolts 32” on center to 
attach band to building  

Buried post must be burial grade 

36
” 

Indicate spacing 
between girders Girder size & length 

Indicate placement 
of footings 

Floor joists 

Posts 

Indicate dimensions All must be pressure treated 

Plan to show over all dimensions (top, 
side, & side stairs). Footing spacing, joist 
size, spacing & span, girder size & span. 

Solid wood blocking 


